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Art. No.: SC0007

Smoke Detector 

Features: 
» Ceiling or wall mounting
» Comply with EN14604:2005+AC:2008
» CPR Approval: 0359-CPR-00638
» Easy to install with mounting hardware included 
» Suitable for any room (except the bathroom and kitchen)
» Wirelessly connect to other smoke detectors in different 
  area, making sure people will hear the alarm at home 
» Flash alarm indicator (red) 
» Test button for easy recommended monthly testing 
» Low battery signal
» Safety clip feature, not allow mounting of smoke alarm 
   without battery installed 
» Photoelectric chamber for early detection from all directions 
» Loud 85dB alarm signal    

Detects smoke and triggers additional smoke detectors via wireless network

Detects smoke and triggers additional smoke detectors in a 20m radius.

Specification:

Power
2x 1.5V AA Alkaline batteries
(Gold Peak Group: GP15A LR6 or 
Energizer: E91 or Raymax: LR6)

Operation Current <4uA (standby), <40mA (alarm)

Alarm Volume >85dB(A) at 3m

Smoke Sensitivity 0.122~0.189dB/m

Heat Sensitivity 54°C~70°C

Wireless Frequency 433MHz
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Art. No.: SC0007

Smoke Detector 

Package Contents:
» 1 x Smoke Detector
» 2 x 1.5V AA Batteries
» 1 x Fitting Material
» 1 x Manual 

Package Informations: 
» Packing Dimension: 135 x 135 x 55mm
» Packing Weight: 0.20kg
» Carton Dimension: 430 x 340 x 295mm
» Carton Q‘ty: 30pcs
» Carton Weight: 7.5kg 

Operation Current 
(Wireless)

RF Receiver: <5mA
RF Emitter: <10mA

Working Distance >20 meters

Silence Time Approx. 10 minutes

LED Indication LED blinks once every 40 seconds

Low Battery LED Indication LED blinks once with chirp once every 40 
seconds

Silence Mode LED blinks once every 8 seconds

Local Smoke Alarm Sound 
Pattern

BI 0.5s - pause 0.5s - BI 0.5s - pause 0.5s 
- BI 0.5s - pause 1.5s, with the red LED 
flash, repeat this alarm pattern

Local Heat Alarm Sound 
Pattern

BI 0.2s - pause 0.1s, with the red LED 
flash, repeat this alarm pattern

Wireless Alarm Sound 
Pattern

Bi - Bi - pause 1.2s, with the red LED flash, 
repeat this alarm pattern


